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8x 3,5" SATA USB 3.2 Gen 2 Enclosure 
Manufacture-Item-No.: 2573

FANTEC QB-X8U31

ENERGY+

2x thermal controlled 80mm fans

USB 3.2 Gen 2 connection type C

Power supply

Power button

LED display

Control buttons

Backup your data on the FANTEC QB-X8U31 with space for up to eight SATA I/II/III hard drives in 
one case. Each hard disk is used seperately and can be changed, replaced or expanded inde-
pendently from brand or capacity. The flexible interface USB 3.2 Gen 2  provide ultra-fast data 
transfer up to 10Gbit/s. Easy Plug & Play with hot swap. The built-in temperature sensor auto-
matically controls the two 80mm fans and ensures optimum cooling of the hard drives. The sync 
mode automatically switches off the device in synchronization with shutting down the computer.
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Technical Data
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8x 3,5" SATA USB 3.2 Gen 2 Enclosure 
Manufacture-Item-No.: 2573

FANTEC QB-X8U31

Measurements (Item)
• 155 x 253 x 352mm (W x D x H)

• Net weight ~5kg per piece

Logistical data
• Dimensions retailbox 

(325 x 237 x 464mm - W x D x H)

• Dimensions carton 

(500 x 340 x 487mm - W x D x H)

• Gross weight with retailbox 

~6kg per retailbox

• Carton 

2 pieces per carton

• Total weight carton 

13.7kg

Equipment 
• We have adapted the technical designation "USB3.1" 

according to the current USB-IF designation (USB 

Assotiation): USB3.2 Gen2, according to USB-IF 10Gbps.

• Hard disk case 

• Suitable for 8x 8.89cm (3.5") SATA I/II/III HDDs

• Independent use from brand or capacity

• USB 3.2 Gen 2  connector

 Data transfer up to 10Gbps

• 2x internal 80mm fans

• Automatic fan speed control via built-in temperature

   sensor

• Manual fan speed selection (3-levels)

• Power off in synchronization with PC

• Blue status LED (front)

 fan speed, sync mode

• Internal power supply (Input: 100-240V, 50/60Hz)

Ports
• 8x SATA (internal)

• 1x SUPERSPEED+ USB 3.2 Gen 2  connector (rear)

• 1x power supply (rear) 

Operating system
• Microsoft Windows 7 / 10

• MacOS X 10.13 and higher

Package contents
• 1x USB 3.2 Gen 2  cable type C to type C

• 8x HDD-handles

• 1x power cord

• 1x screwdriver

• manual

• 2x keys to lock the device


