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Fantec BP-T2131
SAS + SATA Backplane for 3× 3,5"/2,5" HDD/SSD 

Manufacturer-Item-No. 2190

EAN 4250273421903 

Fantec BP-T2131
SAS + SATA Backplane for 3× 3,5"/2,5" HDD/SSD 

SAS I,II + SATA I,II,III backplane for 3x 3,5"/2,5" HDD/SSD in a 2x 5,25" tray. With 
70mm fan on the back. Hard drive trays. Aluminium case and front in black.

• Quick mounting and changing of the hard drives through hard rive carriers

• Suitable for RAID

• Plug & Play

• Hotswap

• Lockable, closure coverable

• LEDs for hard drive status display

• Overheating is signaled

• Fan failure is signaled

• Suitable for 3,5"/2,5" SAS I,II 6G

• Suitable for 3,5"/2,5" SATA I,II,III 6G
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Manufacturer-Item-No. 2190

EAN 4250273421903 

Technical Data

Included Supply

• Keys

• Screws

Logistic data

• Article Measurements 

146 × 207 × 86 mm (W × D × H)

• Retail Box Measurements 

255 × 178 × 125 mm (W × D × H)

• Packaging Unit Measurements 

× × mm (W × D × H)

• Net Weight Article (total) 

1,09 kg

• Gross Weight Packaging Unit 

kg

• Packaging Unit 

Pcs. per Carton

• Country of Origin  

China 

Features 

• Quick mounting and changing of the hard 

drives through hard rive carriers

• Suitable for RAID

• Plug & Play

• Hotswap

• Lockable, closure coverable

• LEDs for hard drive status display

• Overheating is signaled

• Fan failure is signaled

• Suitable for 3,5"/2,5" SAS I,II 6G

• Suitable for 3,5"/2,5" SATA I,II,III 6G

Special Features

• Overheating is signaled: LED Temperature 

Status: Green - ok / red - overheated

• Fan failure is signaled: LED fan status: 

green - ok / red - failed

• 3x LEDs Hard Disk Access: Green - On / 

Orange Flashing - Data Access

• 1x 70x70 mm fan

• Form factor 2x 5.25 "slot

• Housing, aluminum panels, front doors 

made of aluminum / plastic

• Housing, slots, front doors black

• LED display can be switched off

• Fan speed adjustable in two stages

• optional plug prepared for additional 

signal heads

Interfaces

• 3x SAS / SATA 22pin connections 

internally

• 3x SAS / SATA 7pin external connections

• 2x SATA 15pin external power supply

Data Interfaces

• SAS I,II + SATA I,II,III 6G

Form Factor

• 2 × 5.25 "slot


